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Tabelle 1. Umristungstabelle — Code-bezeichnete/metrische Grilien
. . Tragfahigkeits-Kennzahl Reifengréite Serie 100 Serie 90 Serie 80
Reifengrofie Standard Reinforced Zul. Felgen Metrisch
2.75-16 40 46 1.50-1.85 MHG0-16 80/100-16 80/90-16 90/80-16
3.00-16 48 1.60-2.15 90/100-16 90/90-18 100/80-16
3.25-18 48 58 1.85-2.50 MJS0-16 106/100-16 100/90-16 110/80-16
3.50-16 52 58 1.85-2.50 ML90-16 100/100-16 100/90-16 110/80-16
4.60-16 59 1.85-3.00 MM90-16 100/100-16 110/90-16 120/80-16
2.75-17 41 47 1.50-1.85 MH90-17 80/100-17 80/90-17 90/80-17
3.00-17 1.60-2.15 90/100-17 90/90-17 100/80-17
4.50-17 87 50 2.15-3.00 MRS80-17 110/100-17 130/80-17 140/80-17
4.60-17 62 1.85-3.00 MS980-17 100/100-17 110/90-17 120/80-17
5.10-17 67 2.50-3.50 MT90-17 110/100-17 130/90-17 140/80-17
2.75-18 42 48 1.50-1.85 MHO0-18 80/100-18 80/90-18 90/80-18
3.00-18 47 52 1.60-2.15 90/100-18 90/90-18 100/80-18
3.25-18 52 58 1.85-2.50 MJ90-18 100/100-18 100/80-18 110/80-18
3.50-18 56 62 1.85-2.50 MLOO-18 100/100-18 100/90-18 110/80-18
3.60-18 a1 1.85-250 MH90-18 100/100-18 90/90-18 100/80-18
4,00-18 64 2.15-3.00 MN90-18 116/100-18 120/90-18 130/80-18
4.10-18 60 1.85-3.00 MLS0-18 100/100-18 100/90-18 110/80-18
4.25/85-18 64 69 1.65-3.00 MMOC-18 110/100-18 110/80-18 120/80-18
4.25-18 66 2.15-3.00 ML90-18 110/100-18 120/90-18 130/80-18
4.60-18 63 1.85-3.00 MR90-18 110/100-18 120/90-18 130/80-18
3.00-19 49 1.60-2.15 MH90-18 80/100-19 90/90-19 100/80-18
3.25-19 54 54 1.85-2.50 MJS0-19 100/100-19 100/90-19 110/80-18
3.50-19 57 1.85-2.50 ML90-18 100/100-19 100/90-18 110/80-18
3.60-19 52 1.85-2.50 MHM90-19 100/100-19 90/90-19 100/80-19
2.75-21 45 1.50-1.85 MH90-21 80/100-21 80/90-21 90/80-21
3.00-21 51 57 1.60-2.15 90/100-21 90/90-21 100/80-21
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